
Rolling Storage Cabinet
Handy cabinet fills the space under your extension wing and keeps your accessories close at hand
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This rolling cabinet design includes large, locking casters and deep, full-extension drawers to store all of the blades, 
bits, wrenches, cartridges, push sticks, and other accessories for your SawStop tablesaw, as well as for the in-line 
router table, if your saw includes one.

The version depicted here is sized to fill the space under the extension tables on most SawStop Professional 
Cabinet Saws with a 36-in. rip fence system and Industrial Cabinet Saws with a 52-in. fence system, but be sure to 
measure the exact space under your saw to be sure the cabinet will fit there comfortably, accounting for the 
mobile base and other obstructions, and adjust the dimensions accordingly. This rolling cabinet also makes a 
sturdy, stable stand for a variety of workshop machines and tools, such as a drill press or planer, with built-in 
storage for accessories. 

Turn the page for detailed plans and dimensions, and please see the accompanying article at (web link here) for a 
step-by-step guide to construction, complete with clear photographs and smart techniques.
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Overview

Make it any size to fit your saw
Measure the available space under your extension 
table and size your cabinet to fit. This design will 
work up to 36 in. wide or more without altering 
the basic construction.
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Qty Description     
1 4x8 sheet of 3/4-in. Baltic or Russian plywood   

1 5x5 sheet of 1/2-in. Baltic or Russian plywood or (2) 2x4 sheets  
2 2x4 sheets of 1/4-in. MDF    
2 Locking casters 4 in. Polyurethane caster, total-lock, swivel, Rockler P/N 23030

2 Non-locking casters 4 in. Polyurethane caster, swivel, Rockler P/N 22410

 https://www.rockler.com/4-heavy-duty-polyurethane-casters-optional-sizes

16 Carriage bolts 5/16 in. by 1 in. long

16 Locking hex nuts 5/16 in.

16 Flat washers 5/16 in.

4 Drawer slide, pairs 22 in., Accuride series 3832, Rockler P/N 32516

 https://www.rockler.com/accuride-full-extension-zinc-box-drawer-slides-series-3832-zinc-full-extension-slides

4 Drawer pulls Stainless steel wire pull, 6 in., Rockler P/N 1014258

 https://www.rockler.com/6-wire-pull-3-8-dia-cc153mm-l162mm-dia10mm-swf-660

8 Machine screws Truss head, #8 by 2 in. long, for pulls

1 box Kreg pocket screws 1-1/4 in. long for plywood

1 roll 24-in.-wide soft drawer liner of your choice   

1 qt Watco Danish Oil, natural tone   
      

 

Qty Description Thickness Width Length Material

2 Case sides 3/4 in. 18-1/2 in. 24 in. Baltic Birch plywood

2 Case top/bottom 3/4 in. 24 in. 24 in. Baltic Birch plywood

1 Case back 1/2 in. 18-1/2 in. 19-1/4 in. Baltic Birch plywood

      
2 Drawer fronts 3/4 in. 4 in. 19-1/4 in. Baltic Birch plywood

1 Drawer front 3/4 in. 4-1/4 in. 19-1/4 in. Baltic Birch plywood

1 Drawer front 3/4 in. 6-1/4 in. 19-1/4 in. Baltic Birch plywood

      
6 Drawer box front/backs 1/2 in. 3-1/4 in. 17-3/4 in. Baltic Birch plywood

6 Drawer box sides 1/2 in. 3-1/4 in. 22 in. Baltic Birch plywood

      
2 Drawer box front/backs 1/2 in. 4-3/4 in. 17-3/4 in. Baltic Birch plywood

2 Drawer box sides 1/2 in. 4-3/4 in. 22 in. Baltic Birch plywood

      
4 Drawer bottoms 1/4 in. 17-5/8 in. 21-3/8 in. MDF

Materials List

Note: The cut list is provided as a guide. Since the 
actual thickness of the plywood can vary from the 
nominal thickness, some dimensions may need to 
be adjusted slightly. For example, the exact 
dimensions of the drawer fronts should be 
determined from the assembled case.

Cut List
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1-15/16"

7-5/16"

11-5/16"

15-5/16"

Case Anatomy
Case top, 
3/4 in. thick by
24 in. wide by
24 in. long

Case back,
size to fit case
after construction

Case side, 
3/4 in. thick by
24 in. wide by
18-1/2 in. tall

Case bottom, 
3/4 in. thick by
24 in. wide by
24 in. long

Double-locking swivel caster,
4" in.wheel diameter,
5 in. overall height.
Rockler P/N 23030

Non-locking swivel caster,
4" in.wheel diameter,
5 in. overall height.
Rockler P/N 22410

Drawer slide, 22 in. long,
Accuride 3832 series,
Rockler P/N 32516

Drawer Slide Position

Pocket screws, 1-1/4 in. long

Pocket screws, 1-1/4 in. long

Carriage bolt, 5/16 in by 1 in. long,
with flat washer and locking hex nut.
Pull heads of inner front bolts down
into plywood so drawer front will
clear the bolts

Notch bottom edge of back panel
to clear caster bolt heads

Note: Ease exposed edges of cabinet sides and 
drawer fronts slightly. Use your choice of a router 
with a small radius roundover bit, a block plane, or 
sandpaper.

The metal drawer slides used 
require a precise gap to work 
properly (exactly 1/2 in. or just a 
whisker more, but never less) on 
each side of the drawer box, so 
measure the actual width of your 
cabinet interior, and factor that 
into the lengths of the front and 
back of the drawer boxes.

Drawer part of slide is
centered on drawer box

1-1/16" offset
from front edge
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13/16"

1-5/8" 1-5/8"

Case back,
sized to fit case,
inset 1/4 in.

Inset drawer fronts
1/4 in. from edge

Case Details

Recess these bolt heads into the
plywood so the bottom drawer
front clears them

Notch back panel to clear
carriage bolt heads
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22" 18-1/4"
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1/4"

1/4"

19-1/4"22-3/4"

1/4"

1/4"

3/16"

1/4"

1/4"

Drawer bottom, 
1/4 in. thick by
17-5/8 in. wide by
21-3/8 in. long Drawer box front/back, 

1/2 in. thick by
17-3/4 in. long, see
below for width

Wire pull, 6 in.,
Rockler P/N 1014258

Drawer front,
3/4 in. thick by
19-1/4 in. long, see
below for width

Drawer box side, 
1/2 in. thick by
22 in. long, see
below for width

Drawer Details

Lock rabbets join
sides of drawer
box assemblies

Center drawer slides on
height of drawer box sides

Machine screws,
#8-32 by 2 in. long,
with flat washers

Groove for drawer
bottom in all four
drawer box pieces

Note: Depending on the drawer slides you choose 
and the actual width of the cabinet interior, you may 
need to adjust the length of the drawer box fronts 
and backs as well as the drawer bottom width.

Drawer slide
offset

 Drawer front heights and widths
will be roughly 1/8 in. less than 
indicated to create 1/16-in. gaps around 
them. See how-to article for details.

Drawer front
Drawer box


